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02 INTRODUCTION ABOUT SCADA

COMPANY OVERVIEW

SCADA International Co., Ltd.is a Taiwan-based manufacturer specializing in high quality bicycle components
like pedals, dropper posts, chain guides and stems, providing OEM and ODM solutions to global bicycle brands.
The company focuses on precision manufacturing, consistent quality, and long-term customer partnerships.

L.
SCIENTIFIC

#xbA
ADVANCED

SCIENTIFIC

Methodical, rational, engineering-driven approach.

ADVANCED

C°4¢

DAUNTLESS

At the forefront of technology and manufacturing methods.

DAUNTLESS

Bold, committed, and unafraid to push limits.

QUICK FACTS

Years in Service
15

Location
Taichung, Taiwan

Facility

Full in-house machining, molding, assembly, & testing.

Factories | Area
7066 n¥

Employees
90

Capacity
Scalable for both high-volume and specialized runs.

Product Categories
Pedals, dropper posts, handlebar stems, chain guides
and related bicycle parts.

Materials
CNC-machined, diecast and forged aluminium.
Engineering thermoplastics.

Standards
ISO- and EN- aligned quality systems and full
traceability.

Lead times
Optimized for predictable production cycles.
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RECOGNITIONS

GOLDEN HAND AWARTrichung City
government for outstanding SMEs.

FREERIDE & BIKE MILESTONE AWARD
as voted by readers.

EUROBIKE AWARID association
with IF Design.

OUR HISTORY

&

2012

SCADA was established in Wuri, Taichung, Taiwan

-

2013H

Started manufacturing bicycle
pedals and rear shocks.

2015+

Chain guide patented.

Layout changed from mass
production to one-piece ow.

2017+

Moved to a purpose-built

2014

Lean production process
initiated to improve production
performance and e ciency.

2016

The rst TPS performance
presentation.

factory from Wuri to Dajia Youth |, | 2()1 8

Industrial Park to increase
production capacity.

2019H

Installed a solar power
generation system to reduce
carbon emissions.

-

20211

Turnover growth: 200%.

2023+

Deployed BAS (Building Auto-
mation System) to optimize
building energy use.

-

-

Dropper posts product line
launched.

Quali ed for ISO 9001 : 2015.

MES system introduced to be an
IT factory and greatly enhance
competitive advantages.

2020

Factory expansion to increase
production capacity.

= 2022

Established Factory No. 2
adjacent to Factory No. 1 to
increase production capacity.

2024

Integrated factory management
and operations to optimize
operations e ciency.

2026
Launched a new corporate identity to reinforce core
values and meet a rapidly evolving market.



04 INTRODUCTION THE FACTORY

I\/IANUFACTURING CAPABILITIES

ADVANCED MANUFACTURING POWEREDBN.ITARY-GRADE
4.5 AND FULL 5-AHBSH-PRECISION CNC TECHNOLOGY.

SCADA operates a vertically integrated manufacturing
facility equipped with advanced, industry-leading production
systems anchored by military-grade 4.5-axis and full 5-axis
high-precision CNC machining centers. These multi-axis
platforms enable complex geometries, tight tolerances,

and consistent dimensional accuracy across high-mix and
high-volume production.

The factory continuously upgrades its machinery, tooling,
and digital process controls in line with evolving manufac -
turing technologies, ensuring optimized throughput, superior
surface nish, and repeatable quality at scale.

SCADA maintains a strong commitment to research and
development through continuous investment in product
engineering, market-driven design, and advanced quality
management systems. The R&D team actively monitors
global industry trends, emerging technologies, & customer
requirements to ensure products remain aligned with
evolving market demands. By integrating cutting-edge
materials, manufacturing methods, and performance
standards into the development process, SCADA delivers
innovative, well-designed solutions that balance
functionality, reliability, and cost e ciency.

These ongoing investments drive continuous product
improvement, accelerate time-to-market, and ensure
consistent compliance with international standards
across the entire product lifecycle.




CAPABILITIES , EXPERTISE AND SERVIGES

TECHNICAL EXPERTISE

SCADA is supported by a highly experienced technical workforce comprising skilled assembly specialists, process
engineers, and product engineers with deep-rooted expertise in the bicycle industry. Many team members bring
decades of hands-on experience across precision machining, component assembly, quality assurance, and
production optimization. This institutional knowledge enables SCADA to consistently meet demanding
performance, durability, and safety requirements.

To stay ahead in a rapidly evolving industry, SCADA actively invests in continuous training and professional
development, ensuring its technical teams remain pro cient in the latest bicycle technologies, advanced materials,
automation systems, and modern manufacturing processes.

QUALITY ASSURANCE

SCADA maintains a comprehensive quality testing and assurance framework designed to meet and even exceed
international safety, performance, and reliability standards. Rigorous inspection protocols are embedded at every
stage of production, from incoming material veri cation to in-process controls and nal product validation. The
company leverages advanced testing equipment, digital monitoring systems, and statistical process controls to
ensure consistent dimensional accuracy, structural integrity, and functional performance.

L3
;-"\—'“:-‘
o0 | Ty
Freezing Temperature Testing Machine. Universal Testing Machine.
: — T EE=
I =

S —

4 Impact Resistance Testing Machine. | Durability Testing Machine
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PRODUCT LINE OVERVIEW

SCADA o ers a comprehensive range of bicycle components designed for road, MTB, gravel, BMX, indoor cycling, and
urban applications. The product lineup includes pedals (standard, power meter, and indoor cycling), dropper posts,
stems, and related component accessories such as cleats, pins, and chain guides.

All products are developed withA FOCUS ON PERFORMANCE, DURABILITY, AND
CUSTOMIZATIONLSFGQNSL 8(&)& YT RJJY IN[JWXJ GWEF S
FSI RFWPJY WIJVZNWJRJSYX YMWTZLM +JINGQJ 4*2

KEY DIFFERENTIATORS

o E cient weight optimization and structural re nement o Predictable production scheduling
o Durability backed by in-house testing data o Energy-e cient manufacturing & ongoing ESG initiatives

CONTENTS

DROPPER POSTS STEMS

Smooth, reliable travel with precision machining, CNC-machined for high precision and strength,

durable construction, and customizable OEM / featuring an exceptionally smooth surface nish

ODM options. where manufacturing lines are virtually invisible,
delivering a clean, premium appearance and

DROPPER POSTS 08 consistent quality.

REMOTE LEVERS 11

STEMS 12




GET TO KNOW OUR PRODUCT LINg

OEM / ODM WORKFLOW

Requirements and technical brief ——Engineering design and prototype testing —Tooling and pre-production
validation —— Pilot run under full Quality Control —~Mass production —inal inspection and packaging
—— Logistics support and ongoing supply review

CUSTOM COLOR CHOICES

SCADA products are available in a wide range of color options to suit diverse design and branding needs.
o CNC-machined pedals feature durable anodized nishes.

o Diecast models are precision painted for long-lasting color stability

o Thermoplastic pedals are color molded to achieve consistent, high-quality coloration

PEDALS CHAIN GUIDES

Engineered to cover a wide range of cycling applications, including road, Precision-engineered to ensure secure
MTB, gravel, indoor cycling, and urban use, o ering reliable performance, chain retention, smooth drivetrain
durability, and exible OEM/ODM customization for diverse market needs. operation, and enhanced durability
under demanding riding conditions.

COMPARISON TABLE PRODUCT LINE

POWER METERS 14 POWER METERS 26 CHAIN GUIDES 54

ROAD 14 ROAD 28

MTB 15 MTB 30

INDOORS 17 BMX 39

BMX 18 CITY 48

CITY 20 INDOORS 52
AXLE & BEARING SYSTEM 22 ACCESSORIES 54
EXTRUSION BODY 23




08 DROPPER POST§ ELECTRONIC / WIRELESS

PRODUCT LINE DROPPER POSTS

DROPPER POST® *1*(9743.( <.7*1*88

High-e ciency wireless actuation eliminates cable friction, reducing drag and maintenance points. Instant height changes
with minimal rider e ort improve control on varied terrain. Wireless system cuts weight by removing housing and cable,
simplifying frame routing and lowering total assembly mass. Self-contained electronics and battery integration reduce
mechanical wear and extend service intervals.

WIRELESSCONTROLLER

%

CLAMP DIA.
Most common sizes

-

ANT+

WIRELESS
PROTOCOL

O

CR2032

Easy battery removal.
Flip tab and pull out.
To install, push in and

lock tab.
LITHIUM ION
USB TYPE C
CHARGE TIME
3 HOURS
SONIC WRNEW
CARTRIDGE SYSTEM Air / Oil
FINISHING |OUTER TUBE | Sand-blasting + anodized
CATRIDGE MATERIAL Aluminum
OUTER @] TRAVEL | LENGTH | MIN. INSERT | WEIGHT MATERIAL
MILLIMETERS GRAMS | INNER TUBH OUTER TUBE
SONIC309125 125 397 % 624
SONIC309150 150 447 674
30.9
SONIC309175 175 497 100 724
SONIC309200 200 547 120 774
Aluminum | Aluminum
SONIC316125 125 397 % 645
SONIC316150 150 447 695
31.6
SONIC316175 175 497 100 745
SONIC316200 200 547 120 795 ‘




DROPPER POSTE WIRED | g

SONIC WR

DROPPER POST$ WIRED

HAKA TANEW

CARTRIDGE SYSTEM Air / Oil

FINISHING [OUTER TUBE | Sand-blasting + anodized
CATRIDGE MATERIAL Aluminum
ADJUSTMENT TRAVEL 30mm

BRACKET Rotatable
OUTER @] TRAVEL | LENGTH [ MIN. INSERT | WEIGHT MATERIAL
MILLIMETERS GRAMS | INNER TUBE OUTER TUBE

HAKATA309120 120 | 386 90 565 ‘ J
HAKATA309150 150 446 120 598

30.9 Rotatable
HAKATA309170 170 506 140 619 bracket
HAKATA309190 190 566 160 640

Aluminum | Aluminum

HAKATA316120 120 386 90 589
HAKATA316150 150 446 120 624

31.6
HAKATA316170 170 506 140 648
HAKATA316190 190 566 160 671




10 DROPPER POST§ WIRED

Rear view Side view
CARTRIDGE SYSTEM Air / Oil
FINISHING [OUTER TUBE | Threads + anodized
CATRIDGE MATERIAL Aluminum except for HAKA272100: Steel
BRACKET Rotatable
OUTER Q)\ TRAVEL\ LENGTH\ MIN. INSERT | WEIGHT MATERIAL
MILLIMETERS GRAMS |INNER TUBE OUTER TUBE

HAKA272100 27.2 100 356 100 508
HAKA309125 125 386 % 465
HAKA309155 155 446 526

30.9
HAKA309185 185 506 100 580
HAKA309215 215 566 130 623
HAKA316125 125 386 % 486
HAKA316155 155 446 545 | Aluminum | Aluminum

31.6
HAKA316185 185 506 100 597
HAKA316215 215 566 130 647
HAKA349125 125 386 90 519
HAKA349155 155 446 100 572

34.9
HAKA349185 185 506 120 625
HAKA349215 215 566 130 682
CARTRIDGE SYSTEM Air
FINISHING |[OUTER TUBE | Threads + anodized
CATRIDGE MATERIAL Aluminum
SUSPENSION TRAVEL 35mm
BRACKET Rotatable

OUTER d TRAVEL\ LENGTH\ MIN. INSERT | WEIGHT MATERIAL
MILLIMETERS GRAMS |INNER TUBE OUTER TUBE

HASUS309125 125 386 90 474

30.9
HASUS309155 155 466 100 535

Aluminum | Aluminum

HASUS316125 125 386 90 495

31.6
HASUS316155 155 466 100 554

Rotatable
bracket

Rotatable
bracket



DROPPER POST§ WIRED ‘ 1n

Rear view Side view
SP+
CARTRIDGE SYSTEM Air / Oil
FINISHING |OUTER TUBE | Sand-blasting + anodized
CATRIDGE MATERIAL Aluminum
BRACKET Rotatable
OUTER @| TRAVEL | LENGTH] MIN. INSERT | WEIGHT MATERIAL
MILLIMETERS GRAMS |INNER TUBE OUTER TUBE
SP+309080 80 306 418
90
SP+309100 100 346 448
SP+309125 30.9 125 396 491
SP+309150 150 458 100 551
SP+309170 170 492 578
Aluminum | Aluminum
SP+316080 80 306 426
90
SP+316100 100 346 460
SP+316125 31.6 125 396 510
SP+316150 150 458 100 575
SP+316170 170 492 592 ‘

DROPPER POSTH REMOTE LEVERS

RLHO2

MATERIAL | Alloy

o~

&

Adjustable angle

-

Adjustable position

Rotatable
bracket

RLHO3

RLHO1

MATERIAL | Alloy

MATERIAL | Nylon
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HANDLEBAR STEMS| CNC-MACHINEE

SCADA operates {6 manufacture
UWJIHNXNTS GNHM"HQJ XYJRX FSI HTRUTSJSYX YT

MATERIAL
BARE BORE
EXTENSION

6061 T6 aluminum
31.8mm, 35mm

35mm - 50mm

STMO08

STMO01




PEDALS| PRODUCT MAR POWER METERS / ROAD

PRODUCT LINE PEDALS
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POWER METERS SYSTEM BODY AXLE & BEARINGS| PAGE NO.
Shimano SPD CNC-machined .
SC-P270 Compatible aluminum LSL bushing, sealed 27
SC-P580 Shg?:saﬁ;g& Forged aluminum LSL bushing, sealed 27
SC-P390 é(?ﬁ?pﬁtﬁﬁé) Forged aluminum LSL bushing, sealed 27
ROAD SYSTEM BODY AXLE & BEARINGS| PAGE NO.
. CNC-machined .
Shimano SPD . LSL bushing, sealed
SC-R904 ' aluminum ' 28
Compatible MZ-060 BSS
} Engineering 28
SC-R502 % thermoplastic
Shimano SPD-SL Cartridge with bushing,
. sealed
Compatible CBS
Die-cast
- 28
SC-R501 aluminum
Engineering Compact cartridge with
SC-R304ST ; bushing, sealed 29
thermoplastic CBS+
Look KEO
Compatible
Cartridge with bushing,
Die-cast sealed, CBS
SC-R301 aluminum 29
SC-R301B
Ball bearing, LBS
y . - Compact cartridge with
Look DELTA Engineering .
SC-R104 % Compatible thermoplastic bushing, sealed 29
CBS+
Toe-clips & Ball bearing
SC-R701B v straps Polypropylene LES 29
MTB SYSTEM AXLE & BEARINGS GRIP PINS | PAGE NO.
. . . LSL bushing
Shimano SPD Engineering ’
SC-M168 Dual-sided thermoplastic sealed >< 31




PEDALS| PRODUCT MAR MTB | ¢

MTB SYSTEM BODY AXLE & BEARINGS GRIP PINS | PAGE NO.
CNC-machined
SC-M117 aluminum 31
MZ-009
CNC-machined
SC-M126 aluminum 30
MZ-010
SC-M138 Replaceable 31
CNC-machined
SC-M160 aluminum 30
MZ-020
LSL bushing,
sealed
BSS
SC-M108 30
Shimano SPD
Dual-sided
CNC-machined
SC-M122 aluminum 31
MZ-003
SC-M111 32
CNC-machined
aluminum
MZ-008
SC-M112 >< 32
LSL bushing,
Die-cast sealed, BSS
SC-M102 ; 32
aluminum SC-M102B
Ball bearing, LBS
Dle-caitoecle;mlnum Pop-up system with
SC-M129 CNC-machined LSL bushing, sealed 32
PUS
platform
Forged 6061
SC-M140 aluminum 33
LSL bushing,
Shimano SPD CNC-machined S%aslgd
- lumi 33
SC-M120 Dualsided aluminum X
LSL bushing, sealed
Die-cast BSS
SC-M101 aluminum 33
SC-M101B

Ball bearing, LBS
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MTB SYSTEM BODY AXLE & BEARINGS GRIP PINS | PAGE NO.
SC-M228 X 33
CNC-machined
SC-M219 aluminum 34
MZ-035
LSL bushing,
sealed
BSS
SC-M218 34
CNC-machined
SC-M213 aluminum 34
MZ-010
CNC-machined LSL bushing,
SC-M224 aluminum needle, sealed 34
MZ-018 3BS
SC-M206 35
Replaceable
CNC-machined
Shimano SPD .
SC-M208 ) ] aluminum 35
Single-sided MZ-002
LSL bushing,
sealed
BSS
SC-M209 35
CNC-machined
SC-M221 aluminum 35
MZ-068
Cartridge with
bushing,
SC-M203 sealed 36
CBS
) Needle,
SC-M222 RIS sealed 36
aluminum NBS
LSL bushing,
sealed, LBS Replaceable
- - - 36
SE-M204-1 SC-M204B-1 (optional)
Ball bearing, LBS
: LSL bushing
Die-cast ’
aluminum sealed, LBS
SC-M205 with plastic SC-M205B >< 36
in-laid kraton g

Ball bearing, LBS




PEDALS| PRODUCT MAR MTB/INDOOR | i;

MTB SYSTEM BODY AXLE & BEARINGS GRIP PINS | PAGE NO.
LSL bushing,
SC-M223 sealed 37
BSS
. 2 polymer
Die-cast f
SC-M223D . bushings 37
aluminum 2DU
Shimano SPD
Single-sided
LSL bushing,
SC-M231 sealed 37
CBS
thermoplastic BSS
LSL bushing, ><
sealed, BSS
SC-M302 38
SC-M302B
One-piece Ball bearing, LBS
die—_cast
aluminum ‘Cartridge
SC-M303 with bushing. 38
CBS
No binding
LSL bushing,
SC-M311 sealed 38
BSS
Die-cast
aluminum
2 polymer
SC-M311D bushings 38
2DU
|
\
INDOOR SYSTEM BODY AXLE & BEARINGS| PAGE NO.
SC-S311 @ 52
Shimano SPD
+
SC-S302 Toe-clips & 52
Y straps
- Die-cast Needle,
aluminum sealed
NBS
SC-S301 52
Shimano SPD
SC-S306 + 52
Look DELTA
|
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BMX BODY AXLE & BEARINGS GRIP PINS PAGE NO.
SC-B771 39
CNC-machined Compact cartridge with
SC-B663 aluminum bushing, sealed 39
MZ-006 CBS+
SC-B649 39
SC-B707 Replaceable 40
CNC-machined LSL bushing,
SC-B729 aluminum needle, sealed 40
MZ-018 3BS
SC-B730 40
CNC-machined LSL bushing,
SC-B680 aluminum oversized 40
MZ-016 OBS+
Replaceable
SC-B641 Adjustable pin 41
positions
CNC-machined
SC-B642 aluminum 41
MZ-064
SC-B743 41
LSL bushing,
sealed
BSS
SC-B631 Replaceable 41
CNC-machined
SC-B676 aluminum 42
MZ-038
SC-B614 42




PEDALS| PRODUCT MAR BMX | ;4

BMX BODY AXLE & BEARINGS GRIP PINS PAGE NO.
CNC-machined
SC-B609 aluminum "
MZz-037
CNC-machined LSL bushing,
SC-B750 aluminium sealed 42
MZ-055 BSS
CNC-machined
SC-B727 aluminum 43
MZ-064
SC-B635 43
LSL bushing,
sealed Replaceable
BSS
SC-B601 43
Ball bearing
; LSL bushing,
Die-cast
SC-B655 . sealed 44
aluminum BSS
Ball bearing
SC-B655B LBS 44
LSL bushing,
SC-B622 sealed Mold-in 44
BSS
2 polymer
SC-B726D bushings X 44
2DU
Oversized, needle,
SC-B710 sealed Replaceable 45
OBS++
Engineering 2 polymer
SC-B725D thermoplastic bushings Mold-in 45
2DU
LSL bushing,
SC-B709 sealed Replaceable / 45

BSS

Mold-in
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BMX BODY AXLE & BEARINGS GRIP PINS PAGE NO.
. ) 2 polymer
Engineering . Replaceable /
SC-B709D z thermoplastic b“;r[‘)'[‘]gs Mold-in 45
>
- 46
SC-B625 g‘!p
RS’:YRCE S LSL bushing,
sealed Replaceable
N Engineering BSS
3 thermoplastic,
SC-B686 ""I 25% recycled 46
SC-B682 47
CNC-machined
aluminum
P MZ-038
SC-B634 47
LSL bushing,
sealed Replaceable
Z BSS
- CNC-machined
SC-B744 aluminum 47
MZ-003
Engineering
SC-B736 e thermoplastic 4
CITY BODY AXLE & BEARINGS|  SAND-PAPER | PAGE NO.
CNC-machined
SC-C821 aluminum 49
MZz-013
LSL bushing,
SC-E760 sealed 48
BSS
Integrated
Engineering
SC-C825 thermoplastic 49
2 polymer
SC-C825D bushings 49

2DU




PEDALS| PRODUCT MAR CITY | 5

CITY BODY AXLE & BEARINGS SAND-PAPER PAGE NO.
LSL bushing,
SC-C832 sealed 48
BSS
Die-cast Integrated
aluminum
2 polymer
SC-C832D bushings 48
2DU
CNC-machined
SC-C811 aluminum 49
MZ-019
SC-C830 50
CNC-machined
aluminum
. MZz-023
e
: s ay 50
SC-C829 "’.’ 3 ’,::‘ LSL bushing,
- sealed
BSS
CNC-machined
SC-C806 aluminum 50
MZz-042
5
Forged
SC-C805 aluminum >< 50
LSL bushing, sealed
BSS
SC-C809 51
SC-C809B
Ball bearing, LBS
Die-cast
aluminum with LSL bushing, sealed
SC-C835 plastic inlaid BSS .
kraton thread
2 polymer
SC-C835D bushings 51

2DU
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AXLE & BEARINGSYSTEMS

LBS

AXLE

LOOSE BALL SYSTEM

BSS

AXLE

LSL BUSHING
+ SEALED BEARING SYSTEM

CBS

AXLE

CARTRIDGE WITH BUSHING
+ SEALED BEARING SYSTEM

CBSH

AXLE

COMPACT CARTRIDGE WITH BUSHING
+ SEALED BEARING SYSTEM

OBS+-

AXLE

OVERSIZED BEARING
+ NEEDLE BEARING
+ SEALED BEARING SYSTEM

OBSH

AXLE

OVERSIZED BEARING
+ LSL BUSHING SYSTEM

NBS

AXLE

NEEDLE BEARING
+ SEALED BEARING SYSTEM

3BS

AXLE

LSL BUSHING
+ NEEDLE BEARING
+ SEALED BEARING SYSTEM

2DU

AXLE

2-POLYMER BUSHING SYSTEM

PUS

AXLE

POP-UP SYSTEM WITH LSL BUSHING
+ SEALED BEARING SYSTEM
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ROAD /CITY | SCALE 1:1
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TK FHYZFQ XN_J

MTB | SCALE 3:4+w
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BMX | SCALE 3:4rw
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POWER METERJECHNICAL SPECIFICATIONS

[ . |

L

]

|

8 Bluetooth Smart”

ANT+]

|

ea Bluetooth Smart”

ANTH

8 Bluetooth Smart”

|

9 Bluetooth Smart”

»

AN

USB DONGLE
T+

KEYFEATURES
roA
+1% L|R
L a BALANCE —
ACCURACY TRUE DUAL BUILT-IN BATTERY RUN TIME
RATING SENSORS ACCELEROMETER CR2032, 3V 80-120 HOURS
= |
: +0- IPX6
L d RATING
TEMPERATURE ZERO DATA WATER
COMPENSATION OFFSET METRICS RESISTANT
- 400 ,.x..“ i«.‘ = "-JL = A Fea [V
g 200 i\ “ \‘ l ¥ ]| 1 =l I\'I Y | RAG \ A SCADC\
& 100 | L (1% S brand (Q)
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SHIMANO SPDCOMPATIBLE

- SHIMANO SPD-SLCOMPATIBLE

SC-P270

SC-P580NEW

BODY CNC-machined 6061 aluminum BODY Forged 6061 aluminum

AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo

BEARING LSL bushing, sealed BEARING LSL bushing, sealed

WATER RATING |pX6 WATER RATING IPX6

BINDING Single-sided Cr-Mo binding, tension adjustable BINDING Fiberglass reinforced thermoplastic, tension adjustable
CLEAT SC-S0lincluded CLEAT SC-SLR64ncluded

SIZE 54mm x 98mm SIZE 83mm x 94mm

WEIGHT 218 grams / piece (battery included) 214 grams / piece (battery included)

LOOK KEGCCOMPATIBLE

COMMON SPECIFICATIONS

WATER RATING

MAXIMUM RIDER WEIGHT

IPX6

231.5 Ibs (105 kg)

FORCE DATA

BATTERY TYPE

Power and cadence

CR2032, 3V

ACCURACY (+-)

BATTERY LIFE

1%

80 - 120 hours

SC-P390NEW

OVAL CHAINRING

MEASUREMENT LOCATION

Compatible

Spindle

BODY Forged 6061 aluminum

AXLE CNC-machined Cr-Mo

BEARING LSL bushing, sealed

WATER RATING IPX6

BINDING Fiberglass reinforced thermoplastic, tension adjustable
CLEAT SC-KCR72ncluded

SIZE 83mm x 94mm

WEIGHT 214 grams / piece (battery included)

COMMUNICATION

ANT+®, Bluetooth® and USB
(USB-C compliant)
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CLEAT COMPATIBILITY LIST SHIMANO SPDCOMPATIBLE

(1*&98 &7* .3(1:)*) <.9- *&(- 8*9 4+ 5*)&18

SPDCOMPATIBLE

SC-S01
SPD-SLCOMPATIBLE
SC-SLB02 SC-SLR62
Fixed Floating 6 BSS
AXLE

LOOK KECCOMPATIBLE
PATENTE|
DESIGN

EXTRUSION BODYZ-060

SC-KCBO02 SC-KCR72 SC-R904

Fixed Floating 7
BODY CNC-machined 6061 aluminum
LOOK DELTACOMPATIBLE AXLE CNC-machined Cr-Mo

BEARING LSL bushing, sealed
BINDING Single-sided Cr-Mo, tension adjustable
CLEAT SC-S0lincluded

SC-DCR61 SIZE 85mm x 71mm

Floating 6 WEIGHT 132 grams / piece

SHIMANO SPD SLCOMPATIBLE

CBS CBS
AXLE AXLE
PATENTE PATENTE
DESIGN DESIGN

SC-R502 SC-R501

BODY Engineering thermoplastic BODY Die-cast aluminum

AXLE CNC-machined Cr-Mo (cartridge) AXLE CNC-machined Cr-Mo (cartridge)

BEARING Cartridge with bushing, sealed BEARING Cartridge with bushing, sealed

BINDING Fiberglass reinforced thermoplastic, tension adjustable BINDING Fiberglass reinforced thermoplastic, tension adjustable
CLEAT SC-SLR62ncluded CLEAT SC-SLR62ncluded

SIZE 82mm x 93mm SIZE 88mm x 93mm

WEIGHT 148 grams / piece WEIGHT 165 grams / piece




PEDALS| ROAD |

LOOK KEGCCOMPATIBLE

CBSH

AXLE

PATENTE!
DESIGN

CBS

AXLE

PATENTE!
DESIGN

SC-R304ST

SC-R301

BODY Engineering thermoplastic BODY Die-cast aluminum
AXLE CNC-machined Cr-Mo (cartridge) AXLE CNC-machined Cr-Mo (cartridge)
BEARING Compact cartridge with bushing, sealed BEARING Cartridge with bushing, sealed
SC-R301BBall bearings version
BINDING Fiberglass reinforced thermoplastic, tension adjustable BINDING Fiberglass reinforced thermoplastic, tension adjustable
CLEAT SC-KCR7ncluded CLEAT SC-KCR72ncluded
SIZE 83mm x 94mm SIZE 86mm x 86mm
WEIGHT 125 grams / piece WEIGHT 164 grams / piece

LOOK DELTACOMPATIBLE

CBSH

AXLE

PATENTE
DESIGN

LBS

AXLE

PATENTE
DESIGN

- TOE-CLIPS + STRAPSYSTEM

SC-R104

SC-R701B

BODY Engineering thermoplastic BODY Polypropylene

AXLE CNC-machined Cr-Mo (cartridge) AXLE Forged Cr-Mo

BEARING Compact cartridge with bushing, sealed BEARING Ball bearing

BINDING Fiberglass reinforced thermoplastic, tension adjustable BINDING Toe-clips and straps (not included)
CLEAT SC-DCRé61ncluded Toe-clips: FT-004 | Straps: FT-003
SIZE 87mm x 98mm SIZE 90mm x 90mm

WEIGHT 134 grams / piece WEIGHT 147 grams / piece




s | PEDALS| MTB

MTB

BSS

AXLE

PATENTE!
DESIGN

PEDALS

EXTRUSION BODYJZ-020

SHIMANO SPDCOMPATIBLE |
DUAL-SIDED

| Q-FACTOR \

SC-M108-Q5252mm
SC-M108-Q5757mm

BSS

AXLE

PATENTE
DESIGN

EXTRUSION BODYZ-020

SC-M108-Q52 | SC-M108-Q57

BODY CNC-machined 6061 aluminum

AXLE CNC-machined Cr-Mo

BEARING LSL bushing, sealed

BINDING Dual-sided Cr-Mo, tension adjustable

GRIP PINS | Replaceable

CLEAT SC-S0lincluded

SIZE Q52 89mm x 96mm Q57 94mm x 96mm
WEIGHT Q52 208 grams / piece Q57 211 grams / piece

BSS

AXLE

PATENTE!
DESIGN

EXTRUSION BODYZ-010

SC-M160 NEW

SC-M126

BODY CNC-machined 6061 aluminum BODY CNC-machined 6061 aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo

BEARING LSL bushing, sealed BEARING LSL bushing, sealed

BINDING Dual-sided CrMo, tension adjustable BINDING Dual-sided Cr-Mo, tension adjustable
GRIP PINS| Replaceable GRIP PINS| Replaceable

CLEAT SC-S0lincluded CLEAT SC-S0lincluded

SIZE 90mm x 96mm SIZE 107mm x 111mm

WEIGHT 230 grams / piece WEIGHT 279 grams / piece




PEDALS| MTB | 4

SHIMANO SPDCOMPATIBLE |DUAL-SIDED

BSS

AXLE

EXTRUSION BODYZ-020

EXTRUSION BODYJZ-009

SC-M138

SC-M117

BODY CNC-machined 6061 aluminum BODY CNC-machined 6061 aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed BEARING LSL bushing, sealed
BINDING Dual-sided Cr-Mo, tension adjustable BINDING Dual-sided Cr-Mo, tension adjustable
GRIP PINS| Replaceable GRIP PINS| Replaceable
CLEAT SC-S0lincluded CLEAT SC-S01lincluded
SIZE 100mm x 93mm SIZE 103mm x 96mm
WEIGHT 232 grams / piece WEIGHT 212 grams / piece

CBS BSS

AXLE AXLE

PATENTE! PATENTE!
DESIGN DESIGN
EXTRUSION BODY1Z-003

SC-M168 NEW

SC-M122

BODY Engineering thermoplastic BODY CNC-machined 6061 aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo

BEARING LSL bushing, sealed BEARING LSL bushing, sealed

BINDING Dual-sided Cr-Mo, tension adjustable BINDING Dual-sided Cr-Mo, tension adjustable
GRIPPINS | - GRIP PINS| -

CLEAT SC-S0lincluded CLEAT SC-S0lincluded

SIZE 84mm x 86mm SIZE 87mm x 90mm

WEIGHT 157 grams / piece WEIGHT 190 grams / piece
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SHIMANO SPDCOMPATIBLE |DUAL-SIDED

BSS

AXLE

PATENTEI
DESIGN

EXTRUSION BODYZ-019

BSS

AXLE

PATENTEI
DESIGN

EXTRUSION BODYZ-019

SC-M111

SC-M112

BODY CNC-machined 6061 aluminum BODY CNC-machined 6061 aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed BEARING LSL bushing, sealed
BINDING Dual-sided Cr-Mo, tension adjustable BINDING Dual-sided Cr-Mo, tension adjustable
GRIP PINS | - GRIP PINS| -
CLEAT SC-S0lincluded CLEAT SC-S0lincluded
SIZE 82mm x 77mm SIZE 82mm x 78mm
WEIGHT 174 grams / piece WEIGHT 180 grams / piece
PUS BSS
AXLE AXLE
PATENTE! PATENTE!
DESIGN DESIGN

SC-M129

SC-M102

BODY Aluminum, diecast body with CNC-machined platform BODY Diecast aluminum

AXLE CNC-machined Cr-Mo (Cartridge) AXLE CNC-machined Cr-Mo

BEARING Pop-up system with LSL bushing, sealed BEARING LSL bushing, sealed SC-M102B Ball bearing version
BINDING Dual-sided Cr-Mo, spring-loaded, tension adjustable BINDING Dual-sided Cr-Mo, tension adjustable

GRIPPINS | - GRIP PINS| -

CLEAT SC-S0lincluded CLEAT SC-S0lincluded

SIZE 105mm x 103mm SIZE 108mm x 98mm

WEIGHT 284 grams / piece WEIGHT 300 grams / piece




PEDALS| MTB | 4

SHIMANO SPDCOMPATIBLE |DUAL-SIDED

BSS

AXLE

BSS

AXLE

EXTRUSION BODYZ-004

SC-M140

SC-M120

BODY Forged 6061 aluminum BODY CNC-machined 6061 aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed BEARING LSL bushing, sealed
BINDING Dual-sided Cr-Mo, tension adjustable BINDING Dual-sided Cr-Mo, tension adjustable
GRIP PINS | - GRIP PINS| -
CLEAT SC-S0lincluded CLEAT SC-S0lincluded
SIZE 80mm x 55mm SIZE 82mm x 55mm
WEIGHT 145 grams / piece WEIGHT 142 grams / piece
SHIMANO SPDCOMPATIBLE |
SINGLE-SIDED
BSS BSS
AXLE AXLE
PATENTE! PATENTE!
DESIGN DESIGN
EXTRUSION BODYZ-063

SC-M101

SC-M228

BODY Die-cast aluminum BODY 6061 aluminum wih CNC-machined body, sand-paper
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo

BEARING LSL bushing, sealed SC-M101BBall bearing version BEARING LSL bushing, sealed

BINDING Dual-sided Cr-Mo, tension adjustable BINDING Single-sided Cr-Mo, tension adjustable

GRIPPINS | - GRIP PINS| -

CLEAT SC-S0lincluded CLEAT SC-S0lincluded

SIZE 80mm x 60mm SIZE 98mm x 100mm

WEIGHT 178 grams / piece WEIGHT 212 grams / piece
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SHIMANO SPDCOMPATIBLE |[SINGLE-SIDED

BSS

AXLE

PATENTE!
DESIGN

EXTRUSION BODY1Z-063

BSS

AXLE

PATENTE!
DESIGN

EXTRUSION BODY1Z-063

SC-M219

SC-M218

BODY CNC-machined 6061 aluminum BODY CNC-machined 6061 aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed BEARING LSL bushing, sealed
BINDING Single-sided Cr-Mo, tension adjustable BINDING Single-sided Cr-Mo, tension adjustable
GRIP PINS | Replaceable GRIP PINS| Replaceable
CLEAT SC-S0lincluded CLEAT SC-S0lincluded
SIZE 107mm x 100mm SIZE 100mm x 100mm
WEIGHT 201 grams / piece WEIGHT 188 grams / piece
BSS 3BS
AXLE AXLE
PATENTE! PATENTE!
DESIGN DESIGN
EXTRUSION BODYZ-002 EXTRUSION BODY1Z-036

SC-M213

SC-M224

BODY CNC-machined 6061 aluminum BODY CNC-machined 6061 aluminum

AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo

BEARING LSL bushing, sealed BEARING LSL bushing, needle, sealed
BINDING Single-sided Cr-Mo, tension adjustable BINDING Single-sided Cr-Mo, tension adjustable
GRIP PINS| Replaceable GRIP PINS| Replaceable

CLEAT SC-S0lincluded CLEAT SC-S0lincluded

SIZE 107mm x 111mm SIZE 113mm x 109mm

WEIGHT 241 grams / piece WEIGHT 218 grams / piece




PEDALS| MTB_ | 55

SHIMANO SPDCOMPATIBLE |SINGLE-SIDED

BSS

AXLE

PATENTE!
DESIGN

EXTRUSION BODY1Z-002

BSS

AXLE

PATENTE!
DESIGN

EXTRUSION BODY1Z-002

SC-M206

SC-M208

BODY CNC-machined 6061 aluminum BODY CNC-machined 6061 aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed BEARING LSL bushing, sealed
BINDING Single-sided Cr-Mo, tension adjustable BINDING Single-sided Cr-Mo, tension adjustable
GRIP PINS | Replaceable GRIP PINS| Replaceable
CLEAT SC-S0lincluded CLEAT SC-S01lincluded
SIZE 88mm x 86mm SIZE 88mm x 86mm
WEIGHT 150 grams / piece WEIGHT 160 grams / piece

BSS BSS

AXLE AXLE

PATENTE! PATENTE!
DESIGN DESIGN
EXTRUSION BODY1Z-002 EXTRUSION BODY1Z-029

SC-M209

SC-M221

BODY CNC-machined 6061 aluminum BODY CNC-machined 6061 aluminum

AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo

BEARING LSL bushing, sealed BEARING LSL bushing, sealed

BINDING Single-sided Cr-Mo, tension adjustable BINDING Single-sided Cr-Mo, tension adjustable
GRIP PINS| Replaceable GRIP PINS| Replaceable

CLEAT SC-S0lincluded CLEAT SC-S0lincluded

SIZE 84mm x 86mm SIZE 93mm x 113mm

WEIGHT 157 grams / piece WEIGHT 212 grams / piece
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SHIMANO SPDCOMPATIBLE |SINGLE-SIDED

CBS

AXLE

PATENTE
DESIGN

NBS

AXLE

SC-M203

SC-M222

BODY Die-cast aluminum BODY Die-cast aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING Cartridge with bushing, sealed BEARING Needle, sealed
BINDING Single-sided Cr-Mo, tension adjustable BINDING Single-sided Cr-Mo, tension adjustable
GRIP PINS | Replaceable GRIP PINS| Replaceable
CLEAT SC-S0lincluded CLEAT SC-S0lincluded
SIZE 104mm x 85mm SIZE 105mm x 100mm
WEIGHT 189 grams / piece WEIGHT 335 grams / piece
\N|l/
—
VAR
REFLECTORS
INCLUDED
LBS LBS
AXLE AXLE
PATENTE! PATENTE|
DESIGN DESIGN

SC-M205

SC-M204-1

BODY Die-cast aluminum body with plastic inlaid kraton BODY Die-cast aluminum

AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo

BEARING LSL bushing, sealed SC-M205B Ball bearing version BEARING LSL bushing, sealed SC-M204B-1 Ball bearing version
BINDING Single-sided Cr-Mo, tension adjustable BINDING Single-sided Cr-Mo, tension adjustable

GRIP PINS | - GRIP PINS| Replaceable (Optional)

CLEAT SC-S0lincluded CLEAT SC-S0lincluded

SIZE 108mm x 100mm SIZE 106mm x 98mm

WEIGHT 275 grams / piece WEIGHT 267 grams / piece
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SHIMANO SPDCOMPATIBLE |SINGLE-SIDED

REFLECTOH
INCLUDED;

12}

BSS

AXLE

PATENTEI
DESIGN

\N|l7s
—
71N
REFLECTORS
INCLUDED

2DU

AXLE

SC-M223

SC-M223D

BODY Die-cast aluminum BODY Die-cast aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed BEARING 2 polymer bushings
BINDING Single-sided Cr-Mo, tension adjustable BINDING Single-sided Cr-Mo, tension adjustable
GRIP PINS| - GRIP PINS| -
CLEAT SC-S0lincluded CLEAT SC-S0lincluded
SIZE 106mm x 67mm SIZE 106mm x 67mm
WEIGHT 172 grams / piece WEIGHT 174 grams / piece
CBS BSS
AXLE AXLE
PATENTE! PATENTE!
DESIGN DESIGN

SC-M231 NEW

SC-M216

BODY Die-cast aluminum BODY Engineering thermoplastic

AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo

BEARING LSL bushing, sealed BEARING LSL bushing, sealed

BINDING Single-sided Cr-Mo, tension adjustable BINDING Single-sided Cr-Mo, tension adjustable
GRIP PINS - GRIP PINS| -

CLEAT SC-S0lincluded CLEAT SC-S0lincluded

SIZE 84mm x 86mm SIZE 95mm x 90mm

WEIGHT 157 grams / piece WEIGHT 177 grams / piece
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NO BINDING

\|lz

—
VARS
REFLECTORH
INCLUDED

2]

BSS

AXLE

—
7N
REFLECTOH
INCLUDED

1

CBS

AXLE

SC-M302

SC-M303

BODY One-piece die-cast aluminum BODY One-piece die-cast aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo (Cartridge)
BEARING LSL bushing, sealed SC-M302B Ball bearing version BEARING | cCartridge with bushing, sealed
BINDING - BINDING -
GRIP PINS - GRIP PINS| -
CLEAT - CLEAT -
SIZE 99mm x 67mm SIZE 101mm x 68mm
WEIGHT 143 grams / piece WEIGHT 146 grams / piece
\N|z \N|lz
[ —
VARY VA RS
REFLECTORS REFLECTORS
INCLUDED; INCLUDED
BSS 2DU
AXLE AXLE

SC-M311

SC-M311D

BODY Die-cast aluminum BODY Die-cast aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed BEARING 2 polymer bushings
BINDING - BINDING -

GRIP PINS| - GRIP PINS| -

CLEAT - CLEAT -

SIZE 106mm x 67mm SIZE 106mm x 67mm
WEIGHT 138 grams / piece WEIGHT 139 grams / piece
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EXPERTPREMIUM AXLE SYSTEM CNC-MACHINED

CBSH

AXLE

PATENTE!
DESIGN

EXTRUSION BODY1Z-006

SC-B771NEW

BODY CNC-machined 6061 aluminum
AXLE CNC-machined Cr-Mo
BEARING Compact cartridge with bushing, sealed

GRIP PINS | Replaceable
SIZE 110mm x 108mm
WEIGHT 189 grams / piece

CBSH CBSH
AXLE AXLE
PATENTE PATENTE!
DESIGN DESIGN
EXTRUSION BODY1Z-006 EXTRUSION BODYZ-006
SC-B663 SC-B649
BODY CNC-machined 6061 aluminum BODY CNC-machined 6061 aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING Compact cartridge with bushing, sealed BEARING Compact cartridge with bushing, sealed
GRIP PINS| Replaceable GRIP PINS| Replaceable
SIZE 102mm x 108mm SIZE 110mm x 108mm
WEIGHT 170 grams / piece WEIGHT 189 grams / piece
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EXPERTPREMIUM AXLE SYSTEM CNC-MACHINED

3BS

AXLE

EXTRUSION BODY1Z-018

3BS

AXLE

EXTRUSION BODYZ-018

SC-B707

SC-B729

BODY CNC-machined 6061 aluminum BODY CNC-machined 6061 aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, needle, sealed BEARING LSL bushing, needle, sealed
GRIP PINS | Replaceable GRIP PINS| Replaceable
SIZE 113mm x 109mm SIZE 114mm x 110mm
WEIGHT 174 grams / piece WEIGHT 187 grams / piece
OBSH
AXLE
3BS PATENTE! Low pro le. Lower center of gravity.
AXLE DESIGN
EXTRUSION BODY1Z-018 EXTRUSION BODY1Z-016

SC-B730

SC-B680

BODY CNC-machined 6061 aluminum BODY CNC-machined 6061 aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, needle, sealed BEARING LSL bushing, oversized

GRIP PINS| Replaceable GRIP PINS| Replaceable

SIZE 111mm x 109mm SIZE 110mm x 98mm

WEIGHT 175 grams / piece WEIGHT 214 grams / piece
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EXPERTSTANDARD AXLE SYSTEM GNC-MACHINED

Adjustable pin positions

BSS

AXLE

PATENTEI
DESIGN

EXTRUSION BODYIZ-064

BSS

AXLE

EXTRUSION BODYZ-064

SC-B641

SC-B642

BODY CNC-machined 6061 aluminum BODY CNC-machined 6061 aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed BEARING LSL bushing, sealed
GRIP PINS| Replaceable, adjustable position GRIP PINS| Replaceable
SIZE 112mm x 110mm SIZE 115mm x 110mm
WEIGHT 215 grams / piece WEIGHT 205 grams / piece

BSS BSS

AXLE AXLE

EXTRUSION BODYZ-064 EXTRUSION BODY1Z-038

SC-B743

SC-B631

BODY CNC-machined 6061 aluminum BODY CNC-machined 6061 aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed BEARING LSL bushing, sealed

GRIP PINS| Replaceable GRIP PINS| Replaceable

SIZE 113mm x 109mm SIZE 113mm x 105mm

WEIGHT 185 grams / piece WEIGHT 197 grams / piece




4 | PEDALS| BMX

EXPERT STANDARD AXLE SYSTEM GNC-MACHINED

BSS

AXLE

EXTRUSION BODYZ-038

BSS

AXLE

EXTRUSION BODWIZ-038

SC-B676

SC-B614

BODY CNC-machined 6061 aluminum BODY CNC-machined 6061 aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed BEARING LSL bushing, sealed

GRIP PINS | Replaceable GRIP PINS| Replaceable

SIZE 113mm x 105mm SIZE 103mm x 100mm

WEIGHT 205 grams / piece WEIGHT 183 grams / piece

BSS

AXLE

EXTRUSION BODYJZ-037

BSS

AXLE

EXTRUSION BODYJZ-055

SC-B609

SC-B750

BODY CNC-machined 6061 aluminum BODY CNC-machined 6061 aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed BEARING LSL bushing, sealed

GRIP PINS| Replaceable GRIP PINS| Replaceable

SIZE 117mm x 110mm SIZE 105mm x 100mm

WEIGHT 208 grams / piece WEIGHT 171 grams / piece
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EXPERTSTANDARD AXLE SYSTEM |
CNC-MACHINED

\N|lz
—
71N

REFLECTO!
INCLUDED

BSS

AXLE

EXTRUSION BODYZ-064

COMP | DIE-CAST

BSS

AXLE

SC-B727

SC-B635

BODY CNC-machined 6061 aluminum BODY Die-cast aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed BEARING LSL bushing, sealed
GRIP PINS| Replaceable GRIP PINS| Replaceable
SIZE 109mm x 105mm SIZE 112mm x 110mm
WEIGHT 198 grams / piece WEIGHT 220 grams / piece
\Nlz \N|/z
— —
7N 71N
REFLECTOH REFLECTOR
INCLUDED, INCLUDED
BSS LBS
AXLE AXLE

SC-B601

SC-B601B

BODY Die-cast aluminum BODY Die-cast aluminum
AXLE CNC-machined Cr-Mo AXLE Cr-Mo

BEARING LSL bushing, sealed BEARING Ball bearing

GRIP PINS | Replaceable GRIP PINS| Replaceable

SIZE 111mm x 108mm SIZE 111mm x 108mm

WEIGHT 225 grams / piece WEIGHT 218 grams / piece
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SPORT | DIE-CAST

BSS LBS

AXLE AXLE

SC-B655 SC-B655B

BODY Die-cast aluminum BODY Die-cast aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed BEARING Ball bearing

GRIP PINS | Replaceable GRIP PINS| Replaceable

SIZE 115mm x 108mm SIZE 115mm x 108mm
WEIGHT 230 grams / piece WEIGHT 230 grams / piece

\N|/z
=
71N
REFLECTORS
INCLUDED
BSS 2DU
AXLE AXLE

SC-B622 SC-B726D

BODY Die-cast aluminum BODY Die-cast aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed BEARING 2 polymer bushings
GRIP PINS Mold-in GRIP PINS| -

SIZE 106mm x 98mm SIZE 113mm x 110mm
WEIGHT 232 grams / piece WEIGHT 218 grams / piece
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SPORT | THERMOPLASTIC

OBS++

AXLE

NI/
—
71N
REFLECTOR
INCLUDED

12}

2DU

AXLE

Strap mountable.

SC-B710

SC-B725D

BODY Engineering thermoplastic
AXLE CNC-machined Cr-Mo

BODY Engineering thermoplastic
AXLE CNC-machined Cr-Mo

BEARING Oversized, needle, sealed
GRIP PINS | Replaceable

BEARING 2 polymer bushings
GRIP PINS| Mold-in

SIZE 117mm x 114mm
WEIGHT 178 grams / piece

SIZE 113mm x 113mm
WEIGHT 143 grams / piece

BSS

AXLE

Strap mountable.

2DU

AXLE

Strap mountable.

SC-B709

SC-B709D

BODY Engineering thermoplastic
AXLE CNC-machined Cr-Mo

BODY Engineering thermoplastic
AXLE CNC-machined Cr-Mo

BEARING LSL bushing, sealed
GRIP PINS| Replaceable / Mold-in

BEARING 2 polymer bushing
GRIP PINS| Replaceable / Mold-in

SIZE 113mm x 114mm
WEIGHT 183 grams / piece

SIZE 113mm x 114mm
WEIGHT 175 grams / piece
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SPORT| GRS THERMOPLASTIC

b

GRS-CERTIFIED RECYCLED THERMOPLASTIC

P <

SCADA uses Global Recycled Standard or GRS-certi ed recycled thermoplastic to produce bicycle parts like pedals,
combining sustainability with strength and durability. These recycled granules deliver lightweight, impact- and wear-
resistant pedals while reducing environmental footprint. Using GRS materials aligns with SCADA’'s ESG commitment,
promoting responsible sourcing, circular economy practices, & lower carbon impact without compromising performance.

¥
GRS

RECYCLHD

BSS

AXLE

e
GRS

RECYCLE

BSS

AXLE

SC-B625

SC-B686

BODY Engineering thermoplastic, 25% recycled BODY Engineering thermoplastic, 25% recycled
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo

BEARING LSL bushing, sealed BEARING LSL bushing, sealed

GRIP PINS| Replaceable GRIP PINS| Replaceable

SIZE 113mm x 105mm SIZE 113mm x 114mm

WEIGHT 175 grams / piece WEIGHT 180 grams / piece
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EXPERT YOUTHSTANDARD AXLE SYSTEM GNC-MACHINED

AXLE

EXTRUSION BODY1Z-038

BSS

AXLE

EXTRUSION BODY1Z-038

SC-B682

SC-B634

BODY CNC-machined 6061 aluminum BODY CNC-machined 6061 aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed BEARING LSL bushing, sealed

GRIP PINS | Replaceable GRIP PINS| Replaceable

SIZE 93mm x 94mm SIZE 86mm x 100mm

WEIGHT 169 grams / piece WEIGHT 160 grams / piece

BSS

AXLE

EXTRUSION BODYZ-003

SPORT YOUTH| THERMOPLASTIC

BSS

AXLE

SC-B744

SC-B736

BODY CNC-machined 6061 aluminum BODY Engineering thermoplastic
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed BEARING LSL bushing, sealed
GRIP PINS | Replaceable GRIP PINS| Replaceable

SIZE 93mm x 106mm SIZE 102mm x 100mm
WEIGHT 154 grams / piece WEIGHT 146 grams / piece
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s S

PEDALS DESIGNED T@WORK
PERFECTLY WITH E-BIKES

SPORT WITH SAND-PAPER |
THERMOPLASTIC

\N|lz
—
VAR
REFLECTORS
INCLUDED
o,
Bss|| b
AXLE GRS
RECYCLED

WHY CHOOSE E-BIKE PEDALS?

SC-E760NEW

o Much higher torque and shock loads
Heavier bike mass

o Longer duty cycles under power
Reinforced axles and larger bearings
Better grip for high-torque starts
Weight rating and certi cation

[

[

[

[

BODY Engineering thermoplastic with sand-paper, 25% recycled
AXLE CNC-machined CrMo

BEARING LSL bushing, oversized

OTHERS Re ectors included

SIZE 115mm x 111mm

WEIGHT 188 grams / piece

COMP WITH SAND-PAPER PIE-CAST

Nz
—
VAR
REFLECTORS
INCLUDED;

%

BSS

AXLE

\N|lz
—
1N
REFLECTOR
INCLUDED

12}

2DU

AXLE

SC-C832

SC-C832D

BODY Die-cast aluminium with sand-paper BODY Die-cast aluminium with sand-paper
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed BEARING 2 polymer bushings
OTHERS Re ectors included OTHERS Re ectors included
SIZE 110mm x 88mm SIZE 110mm x 88mm
WEIGHT 220 grams / piece

WEIGHT 218 grams / piece
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SPORT WITH SAND-PAPER THERMOPLASTIC

N R ’
: ——
AR
| MR | "INCLUDED]
9, 2
e
Bae 22 || crs
RECYCLED
BODY Engineering thermoplastic with sand-paper BODY Engineering thermoplastic with sand-paper
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed BEARING 2 polymer bushings
OTHERS Re ectors included OTHERS Re ectors included
SIZE 108mm x 86mm SIZE 108mm x 86mm
WEIGHT 188 grams / piece WEIGHT 149 grams / piece
EXPERTWITH SAND-PAPER | EXPERT| CNC-MACHINED

CNC-MACHINED
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REFLECTORS REFLECTOR
INCLUDED, INCLUDED
BSS BSS
AXLE AXLE
EXTRUSION BODY1Z-013 EXTRUSION BODY1Z-019
BODY CNC-machined 6061 aluminum with sand-paper BODY CNC-machined 6061 aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed BEARING LSL bushing, sealed
OTHERS Re ectors included OTHERS Re ectors included
SIZE 98mm x 78mm SIZE 104mm x 72mm
WEIGHT 158 grams / piece WEIGHT 129 grams / piece
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EXPERT| CNC-MACHINED

BSS BSS
AXLE AXLE
EXTRUSION BODY1Z-023 EXTRUSION BODY1Z-023

SC-C830 SC-C829
BODY CNC-machined 6061 aluminum BODY CNC-machined 6061 aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed BEARING LSL bushing, sealed
GRIP PINS| Replaceable GRIP PINS| Replaceable
SIZE 100mm x 70mm SIZE 100mm x 70mm
WEIGHT 115 grams / piece WEIGHT 118 grams / piece

EXPERT| FORGED
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BSS BSS

AXLE AXLE

EXTRUSION BODYJZ-042

BODY CNC-machined 6061 aluminum BODY Forged aluminum
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed BEARING LSL bushing, sealed
OTHERS Re ectors included OTHERS -
SIZE 93mm x 53mm SIZE 111mm x 72mm
WEIGHT 100 grams / piece WEIGHT 188 grams / piece
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COMP | DIE-CAST
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INCLUDED|

BSS

AXLE

SC-C809

BODY Die-cast aluminum body with plastic inlaid kraton thread
AXLE CNC-machined Cr-Mo
BEARING LSL bushing, sealed SC-C809B Ball bearing version
OTHERS Re ectors included
SIZE 106mm x 74mm
WEIGHT 173 grams / piece
N2
—
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REFLECTO|
INCLUDEDI
2DU
AXLE

SC-C835

SC-C835D

BODY Die-cast aluminum body with plastic inlaid kraton thread BODY Die-cast aluminum body with plastic inlaid kraton thread
AXLE CNC-machined Cr-Mo AXLE CNC-machined Cr-Mo

BEARING LSL bushing, sealed BEARING 2 polymer bushings

OTHERS Strap mountable option, re ectors included OTHERS Strap mountable option, re ectors included

SIZE 113mm x 113mm SIZE 102mm x 100mm

WEIGHT 143 grams / piece WEIGHT 146 grams / piece
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SHIMANO SPDCOMPATIBLE

NBS NBS
AXLE AXLE
PATENTEI PATENTE|
DESIGN DESIGN
With toe-clips and straps. With toe-clips and straps.
SC-S311 SC-S302
BODY Die-cast aluminum BODY Die-cast aluminum
AXLE CNC-machined Cr-Mo, oversized AXLE CNC-machined Cr-Mo, oversized
BEARING Needle, sealed BEARING Needle, sealed
BINDING Single-sided Cr-Mo, tension adjustable BINDING Single-sided Cr-Mo, tension adjustable
OPTION Toe-clips and straps OPTION Toe-clips and straps
Toe-clips: TCLO2 | Straps: FT-003 Toe-clips: TCLO2 | Straps: FT-003

CLEAT SC-S0lincluded CLEAT SC-S0lincluded
SIZE 105mm x 100mm SIZE 108mm x 80mm
WEIGHT 400 grams / piece WEIGHT 297 grams / piece

SHIMANO SPD + LOOK DELTA
COMPATIBLE

e
%

NBS NBS
AXLE AXLE
PATENTE| PATENTE|
DESIGN DESIGN

With toe-clips and straps.

SC-S301 SC-S306

BODY Die-cast aluminum BODY Die-cast aluminum
AXLE CNC-machined Cr-Mo, oversized AXLE CNC-machined Cr-Mo, oversized
BEARING Needle, sealed BEARING Needle, sealed
BINDING Single-sided Cr-Mo, tension adjustable BINDING Double-sided Cr-Mo, tension adjustable
OPTION Toe-clips and straps OPTION -
Toe-clips: TCLO1| Straps: FT-003
CLEAT SC-S01lincluded CLEAT SC-DCRé6Xfor Look Delta), SC-S01(for Shimano SPD)included
SIZE 110mm x 70mm SIZE 87mm x 99mm
WEIGHT 384 grams / piece WEIGHT 270 grams / piece
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SPD-SLCOMPATIBLE SPDCOMPATIBLE

SC-SLB02 SC-SLR62 SC-S01 SC-CO3F

TYPE Fixed TYPE Floating 6 TYPE TYPE
MATERIAL | Engineering MATERIAL Engineering MATERIAL - MATERIAL

thermoplastic, TPU thermoplastic, TPU WEIGHT 20 grams / piece WEIGHT 20 grams / piece
WEIGHT 25 grams / piece WEIGHT 23 grams / piece

LOOK KEGCCOMPATIBLE LOOK DELTACOMPATIBLE

SC-KCBO02 SC-KCR72 SC-DCR61

TYPE Fixed TYPE Floating 7 TYPE Floating 6
MATERIAL | Engineering thermoplastic, TPU MATERIAL Engineering thermoplastic, TPU MATERIAL Engineering thermoplastic
WEIGHT 23 grams / piece WEIGHT 23 grams / piece WEIGHT 25 grams / piece

S5WTYJHY JJUTXJI HQJFYX \MJS \FQPNSL TKK YMJ GNPJ RNSNRN_NSL \JFW NRUWTI[N
INLMYVINLMY "AJY IZWFGQJ JSTZLM YT ANYMXYFSI WJUJFYJI ZXJ FSI +JINGQJ KTW

LOOK KEGCCOMPATIBLE LOOK DELTACOMPATIBLE

SC-CK3B SC-CK1B

WEIGHT ‘ 33 grams / piece WEIGHT ‘ 37 grams / piece
Compatible with SCADA cleats:SC-KCR72, SC-KCB02 Compatible with SCADA cleats:DCR61
SPD-SLCOMPATIBLE SPDCOMPATIBLE

SC-CK6B SC-CK2B

WEIGHT ‘ 43 grams / piece WEIGHT ‘ 7 grams / piece

Compatible with SCADA cleats: Compatible with SCADA cleats:
SC-SLR62, SC-SLB02 SC-S01, SC-CO3F
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STRAPS

f"j%

FT-003

FT-002

CHAIN GUIDES

PATENTEI
DESIGN

3

PATENTEI
DESIGN

SC-CCGO1

SC-CCG02

BODY Anodized, CNC-machined 6061 aluminum BODY Nylon 6 with glass ber
HINGE Nylon 6. Hinge and universal hinge available HINGE Nylon 6. Hinge and universal hinge available
GUIDE Tube TPU GUIDE Tube TPU

Rapid 3D printing.
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Discover the latest updates and information at \ \ \
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TRUSTED BY GLOBAL BRANDS FOR
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REASONS TO CHOOSE OUR PRODUCTS

20

Advanced manufacturing process using industry-leading equipment

Consistently high precision and build quality

@

Proven OEM/ODM experience with global bicycle brands

]

Technical experts with up-to-date manufacturing know-how

— =
@ —

Continuous investment in design, R&D, and engineering

®,

\
Strict quality control and process management

Wide product range covering multiple cycling applications

O

Predictable production scheduling

Energy-e cient manufacturing and ongoing ESG initiatives



Check out the latest at
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SCADATW.COM

SCODO

SCIENTIFIC + ADVANCED + DAUNTLESS
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SCADA INTERNATIONAL CO., LTD.

No. 1 East 2nd Street, Youth Industrial Park, Daja District,
Taichung City 437104, Taiwan

TEL
+886 4 2682 2656

FAX
+886 4 2682 2659

E-MAIL
sales@scada-tw.com
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